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HENNEPIN COUNTY
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CITY OF MINNEAPOLIS APPROVAL

2937 GARFIELD AVENUE SOUTH

WITHIN THIS GEOGRAPHICAL AREA

MINNEAPOLIS, MINNESOTA

Preliminary Plan – Subject to Change



2937 COLUMBUS AVENUE SOUTH

SCALE:      NONE

3D PERSPECTIVES OF PROPERTY

MINNEAPOLIS, MINNESOTA

NOTE!   THESE RENDERINGS ARE FOR REFERENCE ONLY!

ACCURATE DIMENSIONAL DATA IS CONTAINED

IN THE SUCCEEDING ENGINEERING DRAWINGS.

Preliminary Plan – Subject to Change
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ALIGN THIS NEW BUILDING WITH THE

EXISTING BUILDING FRONT ON THE

PROPERTY TO THE NORTH ...

12.9'+/-

2937 GARFIELD AVENUE SOUTH

PROPERTY PLOT PLAN -- PROPOSED

SCALE:  1" = 10'
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GENERAL PROJECT NOTES AND QUALIFICATIONS

1.  ALL EXISTING BUILDINGS AND / OR STRUCTURES ON THIS

PROPERTY SHALL BE RAZED AND REMOVED.

2.  ANY EXISTING UNDERGROUND FACILITIES SHALL BE

    ABANDONED IN PLACE, UNLESS THERE IS AN EXISTING

    EPA REQUIREMENT DICTATING OTHERWISE.

3.  EXCEL ENERGY SHALL BE CONTACTED, AND A REQUEST MADE

TO REMOVE ANY OVERHEAD POWER LINES, IF APPLICABLE.

4.  THE TEMPORARY BLOCKING OF ANY INGRESS OR EGRESS

 ROUTES ( ROADS, DRIVEWAYS, ALLEYS, ETC. ) MUST BE .   

COORRDINATED WITH THE CITY OF MINNEAPOLIS, HENNEPIN .     

COUNTY, AND ALL LOCAL AUTHORITIES.

5.  PROJECT ACTIVITIES MUST NOT PROHIBIT LOCAL POLICE, 

AMBULANCE, AND FIRE DEPARTMENTS ( AND RELATED 

EQUIPMENT ) FROM ATTENDING TO EMERGENCY DUTIES.

6.  IT IS THE RESPONSIBILITY OF THE DEMOLITION  

CONTRACTOR TO FOLLOW ALL STATE, COUNTY, 

MUNICIPAL, AND FEDERAL REGULATIONS RELATING TO THE 

REMOVAL OF ANY AND ALL EXISTING FACILITIES.

7.   REMOVE ALL EXISTING FENCING.  INSTALL NEW FENCING AROUND THE

      ENTIRE PERIMETER OF THE PROPERTY.  THE WESTERLY FACING FENCE

      SHALL BE WROUGHT IRON DECORATIVE  FENCING (8'-0" HIGH).

     THE REMAINDER OF THE PERIMETER FENCING SHALL BE VINYL CLAD

      (BLACK) CHAIN LINK FENCE, 8'-0" HIGH.   INSTALL ONE GATE AT THE

       REAR (ALLEY SIDE, EAST END) OF THE PROPERTY.

      

8.  NEW LANDSCAPING SHALL BE INSTALLED AT THE FRONT ( WESTERLY 

MOST ) PART OF THE PROPERTY.  SEE DRAWING C-888B.

9.  SNOW ACCUMULATION AREAS ARE DESIGNATED ON THESE DRAWINGS.

IN THE EVENT OF A MAJOR SNOWSTORM, OR AS NECESSARY,

US INTERNET, INC. WILL HAVE THE SNOW REMOVED BY A PRIVATE 

SNOW REMOVAL CONTRACTOR.

10.  NO TRAFFIC FLOW PATTERNS ARE MODIFIED OR DISPLACED BY THESE

PROPERTY AMMENDMENTS.

11.  THERE ARE NO BICYCLE PARKING SPACES IN THIS NEW LAYOUT.

12.  THERE IS NO NEW MECHANICAL EQUIPMENT WITHIN THE PROPERTY, 

EXCEPT THOSE CONTAINED WITHIN THE NEW MODULAR UNITS.

13.  US INTERNET WILL PROVIDE SUFFICIENT OUTDOOR LIGHTING TO MEET

THE CITY OF MINNEAPOLIS REQUIREMENTS.

14.  ALL STORM WATER DRAINAGE PATTERNS REMAIN THE SAME AS THE 

CURRENT PROPERTY CONDITIONS.  THE SLOPE HAS MINIMAL RELIEF,

SLOPING VERY GENTLY FROM NORTHWEST TO SOUTHEAST.

NO ADVERSE DRAINAGE CHANGES WILL RESULT FROM THE 

PROPOSED MODIFICATIONS.  GROUND WATER WILL RUNING OFF OF 

THE PROPERTY ( ALL IMPERVIOUS SURFACES ) AS IT CURRENTLY 

DOES.

15.  SILT FENCING SHALL BE INSTALLED, STAKED AT 5' INTERVALS, AND 

SHALL COMPLY WITH ALL GOVERNING STANDARDS DURING THE 

CONTSTRUCTION OF THIS PROJECT.

16.  PLEASE DIRECT ALL INQUIRIES TO MR. SAM TURNER, US INTERNET.
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PRIVATE RESIDENCE

TO BE REMOVED AND

EXISTING FENCE

NEW 36" SIDEWALK

MINNEAPOLIS, MINNESOTA
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SEE NOTE 7

REPLACED, SEE NOTE #7

USI HANDHOLES (3)

USI HANDHOLES (3)

SEE NEW BUILDING DETAILS,

DRAWING C-777E

12'-0" WIDE x 10'-0" HIGH ROLLUP DOOR

VENTILATION

3'-0" WALK DOOR

LOUVERS ( NORTH

AND SOUTH WALLS,

CFM EQUIVALENT OF

4 CHANGES PER HOUR)

A/C UNITS

(ABOVE)

NOTE!  NO NEW FENCING ADJACENT TO THE BUILDING WALL OF THE BUILDING TO THE SOUTH!

SIDEWALK

LIMITS OF NEW FENCING ALONG SOUTH PROPERTY LINE

NEW FENCING TO BE INSTALLED ALONG THE ENTIRETY OF THE NORTH PROPERTY LINE.  SEE NOTES.
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Preliminary Plan – Subject to Change



SCALE:   1/4" = 1'-0"

USI MECHANICAL EQUIPMENT BUILDING PLAN

SCALE:   1/4" = 1'-0"

USI MECHANICAL EQUIPMENT BUILDING ELEVATION

SCALE:   1/4" = 1'-0"

USI MECHANICAL EQUIPMENT BUILDING ELEVATION

LOOKING EAST

LOOKING NORTH

GRADE

GRADE

FIBERBOND 11.6' x 28'

INSULATED SHELTER

FIBERBOND 11.6' x 28'

INSULATED SHELTER

SCALE:   NONE            A TOTAL OF (2) REQUIRED.

EQUIPMENT BUILDING CUT SHEET

NOTE:   US INTERNET RESERVES THE RIGHT TO INSTALL

TWO STRUCTURES OF THIS TYPE ( AS NOTED ABOVE )

OR AN EQUIVALENT, WITH MATCHING SPECIFICATIONS

SCALE:   NONE

BUILDING CONSTRUCTION DETAILS

32'-0" x 48'-0" x 12" DEEP

CONCRETE SLAB

16" WIDE x 12" HIGH CONCRETE FOOTING

4 (ea) #5 REBAR, EACH WAY, ENTIRE PERIMETER

8"x8"x16"C.M.U.

STAINLESS STEEL TIES 36" o/c MAXIMUM

SPACING >> EVERY SECOND COURSE

INSTALL BUILDING LOUVERS IN THE 

EAST AND WEST WALLS OF THE BUILDING.

PROVIDE EXHAUST FANS ON EACH, AND

INSTALL BIRDSCREEN ON INSIDE WALLS.

INSTALL BRICK ARCHWAY MASONRY

TO PROVIDE THE APPEARANCE OF FORMER

WINDOW OPENING BEING BLOCKED IN.

TYP. OF (3) SIDES, 6 TOTAL INSTANCES.

NORTH, WEST, AND SOUTH SIDES

INSTALL (2) WALK DOORS,

EAST AND WEST WALLS.

INSTALL (1) 12'-0" WIDE x

A/C

3'x5' HANDHOLE

10'-0" HIGH ROLL-UP DOOR

IN EAST WALL. ( SEE PLAN ).

48'-0"
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ROLL-UP DOOR

WALK DOOR

TYP. (3)

(ABOVE)

3'x5' HANDHOLE

TYP. (3)

A/C

(ABOVE)

MINNEAPOLIS, MINNESOTA

ADDITIONALLY, ONE DOORWAY ARCH ON THE

WEST WALL, AS SHOWN IN THIS VIEW.

Preliminary Plan – Subject to Change
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ALIGN THIS NEW BUILDING WITH THE

EXISTING BUILDING FRONT ON THE

PROPERTY TO THE NORTH ...
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2937 GARFIELD AVENUE SOUTH

PROPERTY PLOT PLAN -- LANDSCAPING

SCALE:  1" = 10'
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LANDSCAPING NOTES

1.  LANDSCAPING SHALL COVER AT LEAST 20% OF THE SITE'S SQUARE 

FOOTAGE, NOT COVERED BY BUILDINGS OR IMPERVIOUS SURFACES.

2.  LANDSCAPING SHALL THE CITY OF MINNEAPOLIS REQUIREMENTS AS

STATED IN ARTICLE IV OF CHAPTER 530 OF ZONING CODE.

3.  CONTACT MR. SAM TURNER, USI, FOR FURTHER CLARIFICATION.

LANDSCAPE LEGEND

WEEPING SIBERIAN PEASHRUB

PYGMY SHRUB

12" - 30"

36" - 72"

REDLEAF JAPANESE BARBERRY

36" - 56"

MINNESOTA SNOWFLAKE BUSH

36" - 72"

MINNEAPOLIS, MINNESOTA

Preliminary Plan – Subject to Change
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