
OPERATING NUT (SEE DETAIL)

1 1/2"

DETAIL

OPERATING NUT

NUT TYPE CAP W/GALVANIZED CHAIN

(THREAD SIZE: 5 9/16" O.D., 4 T.P.I.) MPLS. PATTERN.

2-4 1/2" PUMPER CONNECTIONS, 90”-120” APART

12"

3" - 5"

18" MIN.

26" MIN

ON ALL JOINTS OF HYDRANT BRANCH.

USE EBAA MEGALUGS OR APPROVED EQUAL FOR THRUST RESTRAINT3.

HYDRANTS SHALL MEET THE REQUIREMENTS IN THE SPECIAL PROVISIONS.2.

OPERATING NUT SHALL BE FURNISHED WITH L.H. (COUNTER CLOCKWISE) OPENING.1.

NOTES:

TO BE LOCATED OUTSIDE CURB AND GUTTER.

48" PC/MH - RING AND COVER

GRADE
CL

MANHOLE

8’ MIN. BURYSTEPS - 16" O.C.

NOT TO SCALE

CONCRETE THRUST BLOCK

VARIES
CL

H.B. GATE

CL

VARIES

HYDRANT

CL

FILTER FABRIC

SOLID CONCRETE BLOCK

CLEAN ROCK

(37" x 7" x 6" WITH REBAR)

CICHY BLOCK

WATR-1000A-R2

NO.

PLATE

STANDARD
MINNEAPOLIS
DEPARTMENT OF PUBLIC WORKS

Minneapolis
City of Lakes

DRAWN: TDS

APPROVED: RCE

HYDRANT BRANCH INSTALLATION
DATE: 11/19/13

DATE: 11/19/13


